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Telescopic Prop System
Fast, economical support under slabs of any shape

Built from plywood, H20 timber beams, telescopic props and steel
accessories. Changing the beam and prop spacing adapts it to
different slab thicknesses and concrete loads, and it fits easily under
slabs of any shape.

Long service life and high load capacity
Few parts to erect; no plastering needed
Well suited to low storey heights and irregular column/wall
layouts
Flat, U and T heads; 2.5 mm and 3 mm wall thickness
Outer tube Ø60 mm, inner tube Ø48.3 mm

OUTER / INNER TUBE

Ø60 / Ø48,3 mm
WALL THICKNESS

2,5 / 3 mm
HEIGHT RANGE

175 – 500 cm
HEAD TYPES

Düz, U, T / Flat, U, T

Telescopic prop design table
Slab thickness (m) Slab load (kN/m²) 0,50 0,625 0,75 1,75 2,00 2,25 2,50 3,00 3,50

0,14 5,5 3,23 2,83 2,64 2,03 1,90 1,76 1,59 1,32 1,13

0,16 6,1 3,12 2,80 2,55 1,94 1,82 1,61 1,45 1,21 1,04

0,18 6,6 3,04 2,71 2,48 1,86 1,67 1,49 1,34 1,11 0,96

0,20 7,1 2,96 2,64 2,41 1,77 1,55 1,38 1,24 1,03 0,89

0,22 7,6 2,88 2,58 2,36 1,65 1,44 1,28 1,15 0,96 0,82

0,24 8,1 2,82 2,52 2,30 1,54 1,35 1,20 1,08 0,90 0,77

0,26 8,7 2,77 2,48 2,26 1,45 1,27 1,13 1,02 0,85 0,73

0,28 9,2 2,71 2,43 2,22 1,37 1,20 1,07 0,96 0,80 0,68

0,30 9,8 2,66 2,38 2,18 1,29 1,13 1,00 0,90 0,75 0,64

0,35 11,3 2,50 2,24 2,04 1,11 0,97 0,86 0,78 0,65 0,56

0,40 12,9 2,37 2,12 1,93 0,98 0,85 0,76 0,68 0,57 0,49

0,45 14,4 2,26 2,03 1,84 0,87 0,76 0,68 0,61 0,51 0,44

0,50 16,0 2,17 1,94 1,78 0,79 0,69 0,61 0,55 0,46 0,39

Left: max. main beam span (m) for each secondary beam spacing. Right: max. prop spacing (m) for each main beam spacing.



Adjustable Prop, Flat Head (2.5 mm)

Code Weight (kg) a (cm) b (cm) H min (cm) H max (cm)

BCS8001 11,70 175 150 175 300

BCS8002 12,55 175 200 200 350

BCS8003 14,40 175 250 225 400

BCS8004 16,25 175 300 250 450

BCS8005 14,80 225 200 225 400

BCS8006 16,60 225 250 250 450

BCS8007 18,40 225 300 300 500

Adjustable Prop, Flat Head (3 mm)

Code Weight (kg) a (cm) b (cm) H min (cm) H max (cm)

BCS8008 12,90 175 150 175 300

BCS8009 13,75 175 200 200 350

BCS8010 15,60 175 250 225 400

BCS8011 17,45 175 300 250 450

BCS8012 16,20 225 200 225 400

BCS8013 18,00 225 250 250 450

BCS8014 19,80 225 300 300 500

Adjustable Prop, U Head (2.5 mm)

Code Weight (kg) a (cm) b (cm) H min (cm) H max (cm)

BCS8015 12,10 175 150 175 300

BCS8016 12,95 175 200 200 350

BCS8017 14,80 175 250 225 400

BCS8018 16,65 175 300 250 450

BCS8019 15,20 225 200 225 400

BCS8020 17,00 225 250 250 450

BCS8021 18,80 225 300 300 500

Adjustable Prop, U Head (3 mm)

Code Weight (kg) a (cm) b (cm) H min (cm) H max (cm)

BCS8022 13,30 175 150 175 300

BCS8023 14,15 175 200 200 350

BCS8024 16,00 175 250 225 400

BCS8025 17,85 175 300 250 450

BCS8026 16,60 225 200 225 400

BCS8027 18,40 225 250 250 450

BCS8028 20,20 225 300 300 500



Adjustable Prop, T Head (2.5 mm)

Code Weight (kg) a (cm) b (cm) H min (cm) H max (cm)

BCS8029 13,00 175 150 175 300

BCS8030 14,15 175 200 200 350

BCS8031 16,00 175 250 225 400

BCS8032 17,40 175 300 250 450

BCS8033 16,40 225 200 225 400

BCS8034 17,80 225 250 250 450

BCS8035 19,20 225 300 300 500

Adjustable Prop, T Head (3 mm)

Code Weight (kg) a (cm) b (cm) H min (cm) H max (cm)

BCS8036 14,20 175 150 175 300

BCS8037 15,35 175 200 200 350

BCS8038 17,20 175 250 225 400

BCS8039 18,60 175 300 250 450

BCS8040 17,60 225 200 225 400

BCS8041 19,00 225 250 250 450

BCS8042 21,40 225 300 300 500

H20 Timber Beam

Code Weight (kg) Length (cm)

BCF0052 12,30 245

BCF0053 13,30 265

BCF0054 14,50 290

BCF0055 16,50 330

BCF0056 18,00 360

BCF0057 19,50 390

BCF0058 22,50 450

BCF0059 24,50 490

BCF0060 29,50 590

Admissible bending moment M = 5 kNm, admissible shear force T = 11 kN.

Plywood Panel (2500 × 1250 × 18 mm)

Code Weight (kg) Height (cm) Length (cm) Thickness (mm)

BCF0061 40,00 125 250 18



Request a quote
Send us the product codes and quantities. We quote EXW (ex works, factory price) — the fastest
quote we can give. For FOB, CIF or CFR we collect forwarder offers and add the freight as a separate
line.

info@baynal.com.tr
+90 505 014 13 12 (WhatsApp)
Babacan Port Royal, Kartaltepe Mh., Malazgirt Cd. No:7, 34295 Küçükçekmece / İstanbul, Türkiye

Technical values are based on manufacturer data and may vary by ±10 % depending on raw material supply. Weights are gross values for shipping
estimates. Sizes, shapes and weights may change without notice.


